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Section 1: Product and supplier identification

Section 2: Hazard identification

Section 3: Compositional information

Safety data sheet

1. Product: Firestop cord
2. Recommended use: fireproof joint in expansion joints of structure.
2. Supplier and contact
Emac Complementos SL
Avda. Madrid, 6. 46930. Quart de Poblet (Valencia)
Tel. +34 96 153 22 00  Email: info@emac.es

1. Physical, health or environmental hazards: Not classified
2. Other hazards: N/A

These products are articles which in their marketed form do not represent a health hazard by in-
halation, skin contact or ingestion. Temporary mechanical irritation (itching) of the skin, eyes and 
respiratory tract may occur upon exposure to dust/particulates during handling of this product if 
direct contact has occurred. The above effects should subside after cessation of exposure.

1.Mineral wool: Artificial vitreous (silicate) fibers of random orientation containing more than 
18% by weight of alkali and alkaline earth oxides (Na2O+K2O+CaO+ MgO+BaO) that meet the 
requirements of Note Q of Regulation No. 1272/2008 and are therefore not classified as carcino-
genic.

INDEX-No:  650-016-00-2 (mineral fibers)
Nº EC: 926-099-9
NºCAS:  /
Classification: Not classified

2. Fiberglass sheet: CFGF products are typically made of an endless E-glass filament with a dia-
meter greater than 8 μm and parallel orientation. A surface treatment is applied to the filaments, 
which are joined together to form a strand. The filament is further processed into a specific pro-
duct format. The surface treatment is a polymer-based mixture consisting of film formers, coupling 
agents and other technological components. The content of this treatment is usually less than 2%.

This Safety data sheet is a voluntary document prepared by EMAC® since Regulation (EC) No 
1907/2006 (hereinafter referred to as REACH, acronym for Registration, Evaluation, Authorization 
and Restriction of Chemicals) does not require a safety data sheet for this type of product. 

The objective is to provide standard health and safety information so that the use and handling of 
the product is as safe as possible and all information is available and accessible to anyone who 
may need it.

These products are not subject to the obligation of a safety data sheet, being voluntary on the part 
of EMAC® the issuance of the same for information purposes.
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Section 4: First aid measures

Section 5: Fire Fighting Measures

Section 6: Accidental Release Measures

Section 7: Handling and Storage

Safety data sheet

1. Inhalation: Remove from exposure, clear throat and remove dust from respiratory tract. If 
symptoms persist, call a doctor.

2. Skin contact: If mechanical irritation occurs, remove contaminated clothing and wash skin 
gently with soap and cold water. If irritation occurs and persists, seek medical advice.

3.Eye contact: In case of contact with eyes, remove contact lenses if worn and rinse immediately 
with plenty of water, also under the eyelids, for at least 15 minutes. If eye irritation persists, call a 
doctor.

4.Ingestion: Rinse mouth with water to remove dust or fibers and drink plenty of water to help 
reduce irritation. If irritation persists, call a doctor.

1. Adequate fire extinguishing media:  Water, foam, carbon dioxide (CO2) and dry powder.
 
2. Special protective equipment for firefighters: Wear self-contained breathing apparatus for 
firefighting if necessary (in large fires in poorly ventilated areas).

1. Personal protection measures:  In case of high concentration of dust in the working environ-
ment, use the personal protective equipment described in section 8.

2. Environmental protection measures: Not applicable.
 
3. Clean-up measures in case of accidental spillage: Clean with an industrial vacuum cleaner 
or wet with water spray before sweeping to avoid particle dispersion.

1. Manipulation: The material is shipped factory packed and should only be unpacked at the 
exact location where it is to be used. Do not sweep up spilled dust or blow it away with compres-
sed air. Use an industrial vacuum cleaner. Provide necessary ventilation at the job site. Carefully 
remove old insulation material, if present, and use dustless tools. For personal protection, see 
section 8

2. Storage: The insulation material should be stored in a dry or covered space to protect it from 
the impact of rainwater or snow.

3.  Incompatible materials: No specific material or group of materials is likely to react with the 
product giving rise to a hazardous situation.

The product itself does not represent a fire hazard, but the packaging elements could be combus-
tible. In case of fire:
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Section 9: Physical and chemical properties

Section 8: Exposure Control / Personal Protection

Safety data sheet

1. Exposure limits:

2. Personal protective equipment:

1. Mineral wool:

2.a. Respiratory protection:The use of a face mask according to EN 149 FFP1 is recommended 
when using products in confined atmospheres or during operations that may generate dust and 
dust emissions.

2.b. Hand protection: Use protective gloves to prevent itching, in accordance with EN 388.

2.c. Eye protection: In areas with high dust concentrations and when working above the shoul-
ders, use protective goggles recommended according to EN 166.

2.d. Skin protection: Cover skin with long sleeves and long pants. Do not leave exposed areas.

2.e. Hygiene measures: General protective and hygienic measures are recommended. After 
contact, wash hands with soap and cold water.

a. Mineral wool: Exposure limit value (8 h average) - RS 500000 vl/m3 of man-made mineral fibers. 
b. Fiberglass sheet:   
	 General dust limit value (AGW - Germany) - Base: DE TRGS 900 
	 Form of exposure: Alveolar fraction 
	 Inhalable fraction: Permissible concentration 1,25 mg/m3 - 10 mg/m3

Appearance Solid-physic status. Rolls.
Color yellow-grey
Smell not relevant
pH not relevant
Temperature or boiling range not relevant
Melting point or range  over 1000ºC according to DIN 4102-17
Flammability In view of the required European tests:

EN ISO 1182 (non-combustion test)
EN ISO 1716 (calorimetric test)
EN 13823 SBI test (single combustion element)
According to Euroclasses, the firebreak cord is classified 
as A1 / non-combustible.
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Section 10: Stability and reactivity

Section 10: Toxicological information

Safety data sheet

2. Fiberglass sheet:

Appearance Solid
Color white
Design Endless glass fiber, elemental diameter 13 μm, cylindrical 

shaped coil with a maximum weight of 15 kgs.
Melting point 1250 - 1600 ºC

Reactivity No
Chemical stability The mineral wool binder will decompose above 200ºc.
Possibility of dangerous 
reactions

Not under normal conditions of use

Conditions to avoid none
Hazardous product 
decomposition

no

Toxic effects Contact of fibers with skin, respiratory tract and eyes 
may cause itching or temporary irritation

General information Classification not applicable for this product; According 
to European regulation 1272/2008, note Q.

Deformation point 825-855 ºC
Density 2,59 g/m3
Inflammable No
Danger of explosion No
Oxidation properties No

Flash point: not relevant
Evaporation rate not relevant
Vapor pressure and density: not relevant
Solubility Chemically inert and insoluble in water
Auto-ignition temperature not relevant
Decomposition temperature not relevant
Viscosity not relevant
Explosive properties not relevant
Oxidation properties not relevant
Relative density Variable according to bead diameter (240 +/-20 kg/m3)
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Section 10: Ecological information

Section 13: Disposal Considerations

Section 14: Transportation Information

Section 15: Related standards

Safety data sheet

1. General information: Waste must be disposed of according to the legal regulations and pro-
cedures established by each Autonomous Community. This applies to product waste and its pac-
kaging. 

1. The products are not classified as dangerous goods according to international transport regula-
tions (IMDG, IATA, ADR/RID).
 
2. Shipping units: products are packed in PE bags and stacked on pallets.

1. Regulation (EC) No 1907/2006 of the European Parliament and of the Council concer-
ning the Registration, Evaluation, Authorization and Restriction of Chemicals: Not required. 
 
Commission Regulation (EU) 2015/830 of 28 May 2015 amending Regulation (EC) No 1907/2006. 
 
3. Regulation (EC) No 1272/2008 of the European Parliament and of the Council of 16 Decem-
ber 2008 on classification, labeling and packaging of substances and mixtures, amending and 
repealing Directives 67/548/EEC and 1999/45/EC and amending Regulation (EC) No 1907/2006. 
EU SDS format according to commission regulation (EU) 2020/878
 
4. The European Chemicals Regulation No. 1907/2006, Registration, Evaluation and 
Authorization of Chemicals (REACH), enacted on June 1, 2007, requires the submis-
sion of Safety Data Sheets (SDS) for hazardous substances and mixtures/preparations. 
 
5. Firefighting cords are defined as articles under REACH and therefore the safety data sheet for 
these products is not a legal requirement.

Toxicity Not ecotoxic to air, water or soil, by composition

Bioaccumulative potential No potential
Mobility on the ground not considered mobile
PBT and vPvBm assessment results not relevant
Endocrine disruptor properties not relevant
Other adverse effects unknow
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Section 16: Other information

Safety data sheet

The information provided in this MSDS has been developed to the best of our knowledge. The 
information provided is intended as a guide for safe handling, use, processing, storage, trans-
portation, disposal and emergency response and should not be considered as a warranty.  
 
This data sheet is not a mandatory legal requirement for the sale and distribution of the product, but is 
prepared by EMAC® on a voluntary basis in order to promote the safe use and handling of the product. 
 
This product is intended for use as a fireproof joint in structural expansion joints or similar. It 
should not be used in other applications.
 
For more detailed information, please contact the producer of the product at the contact points set 
out in point 1 of this document. 

The data provided are merely informative and have been obtained by our supplier or by Emac®.  
In no case do they constitute a legal guarantee as to the properties and/or functionality of the application of the material.

Emac Complementos S.L. (Spain) info@emac.es  //  Emac America  L.L.C.  (FL,USA)  info@emac-america.com //  Emac Italia S.R.L. (Italy)  info@emac-italia.it
					                        www.emac.es 


